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The new guidance limits originate from 
like hospital 
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A377 Or 850; 
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diatherma] 


below any serious safety limits! 


These limits have now been set 


hams to comply with by UK regulator Ofcom. 
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Terminal Font) 


for measurable body effects 
machines) & are many magnitudes 
into law for UK 


EMF calculator's grasp of reality. 


(EMF does not mean Electro Motive Force, as all engineers were taught, but now 
means Electro Magnetic Fields). 
Example 1, 400W to Example 2, 200W to 
a Resonant Dipole. half of a Dipole 
inverted L. 
High 
Current 
Middle 
High 
High 200W 200W High current] 200W 1 High 
Voltage Voltage Voltage 
End 1 No Feeder End 2 COax===0) 4 End 
Radiation Lit 
dBd gain = OdB dBd gain = -3dB (-2.4dB?) 
True ERP = 400W, Figure 8 pattern True ERP = 100W (150W), Omni pattern 
The balanced feed represents no hazard, but the unbalanced feed wire against a 
good ground is a problem until signal is in an unbalanced coax feed. 
From first principles, both of these aerials will have the same high voltage at 


their ends 
different! 


<< 
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EMF hazard 
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the distance @ 400W) in a FAR FE 


ry 


(near field V/M field strength), but the true 
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ld produce the same caution 


LD NON HAZARD calcul 


always avoid the word "Safety" 


"investigation levels" principles that "Jj 
the body", & not actually "safety levels"! 
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